


Variety of colours

Whether as a colourful eye catcher or reduced element
in the room, whether in stylish mustard yellow or
precisely coordinated with your corporate design: Talky
adapts perfectly to your visual preferences. Inside

and outside.




Comfortable place of retreat

Sound insulation

36dB

Light colour
and intensity
adjustable

Ventilation

silent

inside +outside

Ventilation
individually
adjustable




Sustainable and emission-free

During the development of Talky, special attention
Use of was paid to the careful handling and conscious use
renewable of materials. Talky is produced from 45% recycled
materials material. Talky itself can be 99% recycled.

Talky is developed and produced in Switzerland by
Erich Keller AG. In 1997, the company was one of the
first to be certified for its environmental management
according to ISO 14 001 and its quality management
according to ISO 9001.

. All employees work with commitment and
Quality responsibility towards the goal of achieving optimum
without quality in combination with a high sense of
compromise responsibility towards the environment. Excellence
and Swissness characterise our activities.

In addition to the use of PEFC or FSC certified wood
Top panels, raw materials are used that have a low VOC
air quality load. Wooden panels from emission class FO ensure
in Talky the lowest possible environmental impact.




Technical Data

Dimensions Talky S75: Floor space: 0.99 m?
Exterior: Width: 111 cm, Depth: 90 cm, Height: 227 cm
Interior: Width: 95 cm, Depth: 76 cm, Height: 204 cm
Minimal room height: 232 cm (247cm for base for forklift)
Weight netto: ca. 370 kg (excl. Add-Ons)

Dimensions Talky S109: Floor space: 2.65m?
Exterior: Width: 212 cm, Depth: 124 cm, Height: 227 cm
Interior: Width: 194 cm, Depth: 110cm, Height: 204 cm
Minimal room height: 232 cm
Weight netto: ca. 680 kg (excl. Add-Ons)

Dimensions Talky M75: Floor space: 3.26 m?
Exterior: Width: 198 cm, Depth: 165 cm, Height: 227 cm
Interior: Width: 182 cm, Depth: 151 cm, Height: 204 cm
Minimal room height: 232 cm
Weight netto: ca. 780 kg (excl. Add-Ons)

Dimensions Talky L75: Floor space: 6.24 m?
Exterior: Width: 260 cm, Depth: 240 cm, Height: 227 cm
Interior: Width: 244 cm, Depth: 226 cm, Height: 204 cm
Minimal room height: 232 cm
Weight netto: ca. 1250 kg (excl. Add-Ons)

Development and Production: Talky is developed and produced in Switzerland



Control:

Ventilation:

Power consumption:

Acoustics:
Lighting:
Power:

Air exchange:

By means of an internal touchscreen, the ventilation
of Talky as well as the light intensity and light colour
can be individually adjusted by the user.

Talky S75: Volume flow: 120m3/h
Talky S109: Volume flow: 240 m3/h
Talky M75: Volume flow: 280 m3/h
Talky L75: Volume flow: 480 m3/h

The actual air flow rate can be adjusted by the user
using the touch screen inside Talky.

Talky S75: Standby 5W; Nominal operation 27W
Talky S109: Standby 5W; Nominal operation 46 W
Talky M75: Standby 5W; Nominal operation 46 W
Talky L75: Standby 5W; Nominal operation 69 W
Sound pressure level difference: 36.5 dB

Light colour 2700-6500Kelvin

1 socket and 1 USB-A and USB-C Charger

After leaving Talky, the air in the booth is renewed
three times within five minutes.



+41 71 644 88 88 - info@talky.ch - www.talky.ch

Talky is a product der Erich Keller AG



